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ELECTRICAL

MECHANICAL

ENVIRONMENT

OPTICAL Object / Image Path: 135mm + 5mm
Depth of Field: 50 ~ 120 mm (code 39, 5 mil)
Width of Field: 120 mm (40 mil)
Scan Rate: 230 scans / second

Light source: 625 ~ 660 nm visible red LED
Sensor: 2088 Element linear imager
Operating Current: <230 mA
Standby Current: <120 mA
Battery Charger (AC Adaptor): 3.7 VDC
Battery Type: Lithium-ion (700 mA)

Dimensions: W 4.2” x L 2.4” x H 6.3”
Weight: 160g (5.6 oz)
Housing: ABS
Impact Tolerance: 1.5 meter drop

Operating Temperature: 41°F to 104°F (5°C to 40°C)
Storage Temperature: 14°F to 140°F (-10°C to 60°C)
Relative Humidity: 10% to 95% (non-condensing)
Conforms FCC Class B and CE requirements

Codabar, Code 3 of 9 (Code 39), Code 3 of 9 Full ASCII, Code 11, Code 32, Code 93, Code 128
(including UCC/EAN 128), EAN/JAN-8 (plus supplements), EAN/JAN-13 (plus supplements),
Industrial 2 of 5 (25), Interleaved 2 of 5, ISBN, Matrix 25, MSI Plessey, UPC-A (plus supplements),
UPC-E (plus supplements), China Post Code, RSS14, Telepen

Wasp WWS500 Freedom Cordless Barcode Scanner : 633808920425
Wasp WWS500 Barcode Scanner Stand : 633808502812
Wasp WWS500 Charging Base : 633808920463 
Wasp WWS500 Replacement USB Bluetooth Adapter : 633808500993
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Big Business Tools. Small Business Attitude. 
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